SURFACE COURSE: 60mm COMPACTED CLOSE GRADED MACADAM SURFACE
COURSE MATERIAL COMPLYING WITH SERIES 912 OF THE NRA
SPECIFICATION FOR ROAD WORKS WITH 1/10MM DESIGNATION AND 70/100

PEN BINDER GRADE.
116mm X 254mm HALF BATTERED

PRESSED PRECAST CONCRETE KERB

SUB-BASE : 2 NO LAYERS OF150mm COMPACTED GRANULAR
MATERIAL TYPE B IN ACCORDANCE WITH CLAUSE 804
"SPECIFICATION FOR ROADWORKS" BY NRA
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TYPICAL SECTION - TRTARMAC FOOTPATHS

(SCALE 1:20)

SURFACE COURSE: 75mm COMPACTED PEE GRAVEL

MINIMUM WIDTH OF BENCHING FOR
LANDING AREA TO BE 500mm

FLEXIBLE JOINT ’ FLEXIBLE JOINT
| MAX 60 * REFER TO TABLE FOR )a g \ i
. PC RING DIAMETER .
FLOW ] / / FLOW
y | < | £

NOTES

CLEAN LINE TO BE FORMED
BETWEEN FOOTPATH AND GREEN
AREA.

SUB-BASE : 150mm COMPACTED GRANULAR MATERIAL
TYPE B IN ACCORDANCE WITH CLAUSE 804 “SPECIFICATION
FOR ROADWORKS" BY NRA
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TYPICAL SECTION - STONE/GRAVEL FOOTPATHS

(SCALE 1:20)

SUB-BASE : MINIMUM 150mm COMPACTED
GRANULAR MATERIAL TYPE B IN ACCORDANCE

WITH CLAUSE 804 “SPECIFICATION FOR
SURFACE COURSE: OF RESIN BOUND

75mm CLEAN GRAVEL ROADWORKS" BY NRA.
BROKEN DRAINAGE
STONE BINDER COURSE:
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CONC FOOTPATH/ROAD SURFACE PIPE DIAMETER | DEPTH OF
: ‘A'lmm BEDDING 'C'(mm DEPTH OF REINSTATED
B B {m) tma) TOPSIL TO MATCH EXISTING GRASSED AREA
s I 100 OR LESS 100 AHRRHRRAHHHHARRHANRHHRHANT
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CAPPING LAYER : WELL GRADED 350MM COMPACTED
HARCORE MATERIAL. MAX AGG SIZE TO BE 100mm AND
/ MAX ALLOWABLE PASSING THE 75-MICRON SIEVE TO BE

NOTE: CAPPING LAYER THICKNESS ASSUMES CBR IS
EQUAL TO OR GREATER THAN 2%. WHERE CBR IS FOUND
TO BE LESS THEN SPECIALIST ADVICE IS REQUIRED.
CONTRACTOR TO ALLOW FOR CBR TESTING BEING
CARRIED OUT DURING EXCAVATION WORKS
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ROCKER PIPE ROCKER PIPE
(SEE TABLE) (SEE TABLE)
150mm GRADE C16/20 IN-SITU
CONCRETE SURROUND PIPE JOINT WITH CHANNEL TO BE
LOCATED MINIMUM 100mm INSIDE
FACE OF MANHOLE
PLAN >
COVER TO BE SET IN MANHOLE COVER AND FRAME SHALL COMPLY ALL PRECAST MANHOLES T0 BE
€50/60 MORTAR TO EN 124 AND BS 7903 (ALL CLASS D400 CONSTRUCTED AS PER STD-WW-10 OF
COVERS SHALL HAVE MIN FRAME DEPTH IRISH WATER DOCUMENT IW-CDS-5030-01
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4

DISTANCE BETWEEN TOP OF
PIPE & UNDERSIDE OF PRECAST
SECTION TO BE MIN 50mm TO
MAX 300mm

| CONSTRUCTION JOINT

SELF CLEANING TOE HOLES TO BE PROVIDED
WHERE CHANNEL EXCEEDS 600mm WIDE

STAINLESS STEEL CHAIN IN "DOWN" POSITON
SECURED TO RESTRAINING HOOK, WHEN
CHAMBER IS OCCUPIED WHERE THE PIPE

BOTTOM PRE-CAST SECTION
- TOBE BUILT INTO BASE
CONCRETE MIN 75mm

PLANNING DRAWING

REINFORCED CONCRETE BASE
—" GRADE C30/37

INVERT SHOULD BE FORMED WITH CAST

DIAMETER IS 450mm OR MORE

IN-SITU CONCRETE €25/30 20mm AGGREGATE
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